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DUOT1 DUO Mini

DUOT1

G

DW

Grid (Center of Panel)

Drywall - Trim 

DM6
DM9

DM12

6.75”
9.75”
11.75”

500
750

1000
1250
1500

500 lm
750 lm
1000 lm
1250 lm
1500 lm

B1
B2
B3

Medium
Wide
Super Wide

30K8
30K9
35K8
35K9
40K8

3000K - 80CRI
3000K - 90CRI
3500K - 80CRI
3500K - 90CRI
4000K - 80CRI

40K9 4000K - 90CRI

UNV 120-277V DM
DALI
DMX
SD

Factory 0-10V, Dim 1%

Dali System

DMX System

Step Dimming

E5W
E10W

5W EM Battery

10W EM Battery

W
BLK

C

White
Black

Custom

**Integral battery with
remote test button

**Contact factory for
custom color

CCEA Chicago Plenum
Rated

**Consult factory for
custom lumen packages

ARON ID CEILING TYPE LENGTH LUMENS/FIXTURE BEAM

COLOR / CRI VOLTAGE DRIVER ACCESSORIES FINISH OPTIONS

IC Independent
Control of Sides

347 347 V
POE Low Voltage

PoE
Bluetooth ControlBT

**See Page 2 for Bluetooth
Information. Consult Factory

LD2

LDE1

PEQ0

Lutron DALI-2

Lutron EcoSystem
(1% Dimming)

Lutron EcoSystem
(0.1% Dimming)

AWNR

AWNS

Anthena Wireless
Node RF Only

Athena Wireless
Node with Sensor



  

DUO Mini

Lumens Watts Efficacy (lm/W)

1000

-

[2.6in]
66.5mm

[6.7in]
170.5mm



  

DUO Mini

Photometric Curve

Photometric Curve

Zonal Lumens Luminance Data (cd/m2)

Zonal Lumens Luminance Data (cd/m2)




